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Station Z Wire

CONSTRUCTION:
Solid bare copper conductors with
colour coded Polyethylene insulation
and an overall Polyvinyl Chloride jacket.

APPLICATION:
For use in connecting drop wire,
service wire, or service entrance cable
to a telephone set.

APPROVALS:
Certified to CSA standard C22.2 No. 214
as ZSW Communications Cables.
Listed as UL Type CM as per Subject 444.
Passes UL 70,000 BTU flame test.
Passes CSA FT-4 vertical flame test.

STOCK COLOURS:
2 Cond:  White, LOG (Light Olive Grey)
3 Cond: White
4 Cond:  White, Beige, LOG, Brown, Red
6 Cond: Whte
8 Cond: White
10 Cond: White, LOG
12 Cond: White
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SYZ222 2 22 Solid .006" .020" .114"

SYZ322 3 22 Solid .006" .020" .120"

SYZ422 4 22 Solid .006" .020" .130"

SYZ622 6 22 Solid .006" .020" .144"

SYZ822 8 22 Solid .006" .020" .160"

SYZ1022 10 22 Solid .006" .020" .175"

SYZ1222 12 22 Solid .006" .020" .187"

1 - Red
2 - Green
3 - Yellow
4 - Black
5 - White
6 - Brown
7 - Blue
8 - Orange
9 - Purple
10 - Grey
11 - Pink
12 - Tan

    COLOUR CODE:

SYCOR TECHNOLOGY

Sycor Technology Inc.  Advance Wire and Cable Division
2455 Milltower Court, Mississauga,Ontario L5N 5Z6  Phone:  (905) 821-3591, Fax: (905) 821-7260

VALUE ADDED SERVICES
Cutting & Stripping, CAble & Harness,
Assembly, Custom Colouring, Striping,
Bonding, Round to Flat Lamination, Tin

Dipping, Re-spooling

In this catalogue we have included a 
wide variety of wire & cable products.
However, there are many more available.
If the product you require is not shown 
here, contact your Sycor Representative.


